AMENDMENT NO. 3 JULY 2020 
TO 


IS 6349 : 1981 SPECIFICATION FOR TAPE, NYLON, 
TUBULAR FOR AEROSPACE APPLICATIONS 


( First Revision ) 


(Page 5, Table 1, Note 2) — Insert the following new note at the end of 
Note 2: 


‘3 In case of dyed webbing, +5 percent relaxation shall be allowed in mass and extension at 
break.’ 


(Page 5, Table 1, SI No. ix) — Insert the following at the end of SI No. ix): 


“x) Colour Fastness to Light! 5 or better IS/ISO 105-B01 or IS/ISO 105-B02*) 
xi) Colour Fastness to Washing!’ 4 or better IS/ISO 105-C10 [Test Number A (1)]*” 


In case of dyed webbing only. 


» ISSO 105-BO1 : 2014 ‘Textiles 
Daylight (superseding IS 686:1985)’ 


3) IS/ISO 105-B02 : 2014 ‘Textiles — Tests for colour fastness — Part B02 Colour fastness to artificial 
light: Xenon arc fading lamp test (superseding IS 2454:1985)’ 


* TS/ISO 105-C10 : 2006 ‘Textiles — Tests for colour fastness — Part C10 Colour fastness to washing 
with soap or soap and soda (Superseding IS 687 : 1979, IS 764 : 1979, IS 765 : 1979, IS 3361 : 1979 
and IS 3417 : 1979)’ 


Tests for colour fastness — Part BO1 Colour fastness to light: 
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